SPECIFICATIONS

Model number Capacity | Graduation i Platter Size | Windshield

VB-302-300 3W0g | 00lg | @100mm | Yes PRECISION BALANCE
VB-302-1500 | 1500g 0052 | 140x165mm |  No |
- VB-302-3000 3000e [ D0.0g | 140xI65Smm | No MODEL : VB-30?2
Fon i
o NG R
Met/gross weight | 510/ 6202

Standard carton: 2922+ | dfem’)

Package INSTRUCTION MANUALI

12 Units in one box: 60 45 % 45(cnm’}

= 0-40°C(32-104°F)
; 6 AA Size Balleries or AC/DC
feies i

I Adapter 9%/ 00mA {optional )

{Jﬁermin o Temp.

Power source

FEATURES

®  Auto shut off {selectable) ® Auto calibration

® Auto zero tracking ® Auto backlight {selectable)

®  Low batter indication ® o /oz/b/dwi/ozutl. T/ct/pes (VB-302)
&  Large LCD (6digits 15 mm high}

®  Large square/round weighing pan ® with counting function

®  Stability indication
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SAFETY PRECAUTIONS

Al safety messages are identified by the following the words "WARNING" and
'CAUTION". These words mean the following:

Impurtnnt information to alert you lo a
AWARNING situation that might cause serious injury and
damage to your property if instructions are

| | not followed.
CCAUTION lmportant information that 1ells how 1o prevent

| damage to equipment,

When using the scale/balance, the following safety precautions should always be
followed,

A WARNING
Use only the AC adaptor with the scale/balance. Other adaptor may cause
damage. (AC adaptor is optional)

. CAUTION
Avoid installing the scale/balance in direct sunlight, this may cause discoloration or
malfunctions.

Do not mix the type of batteries. Replace all other batteries at the same time.

If the scale/balance is not to be used for a long period of time, remove all batteries

fram the battery compartment to avoid leakage which may cause damage to the
instrument.

Avoid overloading that could cause damage to the scale/balance,

Do not drop water in the scale/balance that is nat water-resistant. It causes damage.
if inside of the scale/balance is wet.

Martter charged static electricity could influence the weighing. |)I‘~L|hlrj_ﬁ the static

electricity. As example, the method is to use the electrification prevention spray, to
spray it to both side of weighing platform,
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PARTS DESCRIPTION

» RIGHTSIDE 2
—Av adaptL/‘L;'G —— I‘II e —
Socker i) = @ °[
.\. ;/)’ ra..._ = -hr
> Top — :

Weighing platform

The arch face of platform is front. i
Correct the direction of' the pan. ///

Display

ON/OFF key
Turns the scale
power onfofl,
UNIT key
Changes w:—:wl'unu units. g, oz 1b, dwt, oz

LLRO key {for TARE)
els display to zero or
Subtracts weight of a container.

> BOTTOM

Battery compartmént

Battery compartment cover

Batteries y
Lse 6 AA batteries

p- DISPLAY

STABLE indicator

Auto backlight function indicator
Indicates when the reading is stable.

/ Auto shut off function indicator

o fl' RO indicator
Indicates when the reading is ~0"

Weighing unit

=] Low battery indicator







