I Overview
SME weighing equipment series is an intellectualized instrument with microprocessor, featuring
stable and accurate weighing, AC power supply, LCD display. low power consumplion, compact
structure, low weight and casy operation. Thus it is ideal for electronic table scale, electronic
ground scale, and various weight measuring devices.

I Main Technical Specification

Accuracy: II

A/D conversion speed: 40 times/sec.

Inner resolution ratio: 400 thousand

External resolution ratio: 1/1000-1/15000

Non-linear error: <0.016% F_S

Range of signal input of the transducer: 0-20mV

Exciting power of transducer: +DC5V; four 3502 or 10002 transducers allowed

Fower supply: (1)six DC1.5V dry batteries (2) DC6V1.2Ah chargeable battery (il need.

please specify it in the order) (3) AC/DC 12V 300mA adapter power;

Display: big 6-digit LCD (v ith background lighting) display with figure height up to 22mm

10. Symbol indication: battery; =iable; gross weight; net weight; tate deduction; zero sel; carat;
ounce; peund; kilogram;

il. Power consumption: 0.1VA

12. Operating temperature: 0-40C

13. Operating humidity: =<85%

14. Outer dimensions: 210mm > 1400 m>88mm

15. Weight: about 0.8kg
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If Main Function
Automatic keyboard calibration: autc:iic regulation of weighing range by software;
Error indicator;
Automatic shut-down in preset time (20-30min);
Indication and automatic shut-down in undervoltage;
Filter to avoid vibration and shake;
Free conversion of kgflb on the panel
Print out port: weight printing and printing of accumulative weight available
Equipped port: R5-232; R5-485; 20mA current ring (if need, please specify it in the order);
8. Automatic program resei: high anti-jamming performance; no loss of key parameter
9. Freesetof decimal point with maximum weighing capacity; multi resolution ratio available;
10. Auto-tracing of zero digit; abnormal zero digit alarm; overloading alarm;
11. Signal indicators:

(1) Battery: it lights when voltage is too low

(2} Stable:itlights in stable weighing

(3) Gross weight: it lights when tare is zero

(4) Metweight:itlights when tare is displaved

{5) Tare deducticn: it lights when tare deduction is required

{6) Zerodigit: itlights when weight value is zero i m DEGITHLSCHLES_)
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(7) Kilogram: it lights when kg’ is chosen _
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(8) Pound: it lights when '‘pound’ is chosen J . s B
{9) Ounce: it lights when ‘0z’ is chosen for Indus‘tn;l,u ;O-TIB ll Iw i
(100 Carat: it lights when 'ct’ is chosen ma b oifirigtudes

{11)Minus sign: it lights when weight value is negative
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